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Abstract

High power densities and the implications of high oper-
ating temperatures on the failure rates of components are
key driving factors of temperature-aware computing. Com-
puter architects and system software designers need to un-
derstand the thermal consequences of their proposals, and
develop techniques to lower operating temperatures to re-
duce both transient and permanent component failures. Un-
til recently, tools for understanding temperature ramifica-
tions of designs have been mainly restricted to industry for
studying packaging and cooling mechanisms, with little ac-
cess to such toolsets for academic researchers. Develop-
ing such tools is an arduous task since it usually requires
cross-cutting areas of expertise spanning architecture, sys-
tems software, thermodynamics, and cooling systems. Rec-
ognizing the need for such tools, there has been recent
work on modeling temperatures of processors at the micro-
architectural level which can be easily understood and em-
ployed by computer architects for processor designs. How-
ever, there is a dearth of such tools in the academic/research
community for undertaking architectural/systems studies
beyond a processor - a server box, rack or even a machine
room.

This paper presents a detailed 3-dimensional Computa-
tional Fluid Dynamics based thermal modeling tool, called
ThermoStat, for rack-mounted server systems. Using this
tool, we model a 20 (each with dual Xeon processors) node
rack-mounted server system, and validate it with over 30
temperature sensor measurements at different points in the
servers/rack. We conduct several experiments with this tool
to show how different load conditions affect the thermal pro-
Jile, and also illustrate how this tool can help design dy-
namic thermal management techniques.

*This work was conducted while Jeonghwan Choi visited PSU during
his doctoral program at Korea Advanced Institute of Science and Technol-
ogy (KAIST).
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1. Introduction

Growing power densities are making thermal considera-
tion a first class citizen in the design and deployment of next
generation servers and datacenters. We are already witness-
ing the limitations imposed by power consumption within
individual chips, where the generated heat is forcing pro-
cessor vendors to scale back frequency growth rates, and to
resort to alternate techniques for pushing the performance
envelope. Similar challenges are also being encountered in
the disk drive market where thermal issues are restraining
sustained growth in data rates [15, 8]. As we step out of
these individual components, thermal issues are starting to
mandate sophisticated techniques for cooling dense server
blades and rack-mounted systems, that are becoming more
prevalent in machine rooms and datacenters. Across this
spectrum of granularity, high temperatures can lead to un-
reliable operation of components, and even accentuate their
failure rates. Deploying sophisticated cooling systems for
machine rooms to accommodate the growing power den-
sities can require a substantial initial investment, in addi-
tion to the environmental concerns and high cost of run-
ning/powering high capacity Computer Room Air Condi-
tioning (CRAC) systems.

All these factors are pointing to the need for designing
systems for the average/common case behavior, with dy-
namic thermal management techniques (DTM) stepping in
when thermal emergencies are encountered. Such a design
philosophy requires an in-depth understanding of several
inter-related cross-domain topics covering computer archi-
tecture/circuits, systems software, thermodynamics, fluid
dynamics, packaging, etc. Further, it requires cross-cutting
tools where one can study different interactions - work-
loads, temperature, air flow, system/room geometries, €(c.
Until recently, the two domains - architecture and packag-
ing - have been operating more or less independently when
designing systems, with each working under a given set of
constraints from the other. Instead, designing such adap-
tive systems and DTM techniques requires a closer har-
mony between these domains with tools that each can use

205



to study their interactions with the issues from the other do-
main. We are witnessing growing evidence of this trend
with recent thermal modeling tools at the individual com-
ponent level (such as [43, 46] for processors, and [15] for
disk drives) that are being used by system designers for ar-
chitectural/software innovations [43, 23, 44, 16, 22, 46] to
address thermal issues. However, there are few such tools
available for a complete system - either a single server, or a
full rack. Thermal modeling tools for servers and racks are
extensively used in industry - mainly for packaging stud-
ies and rating machine ambient temperatures - with most
of them being proprietary and not readily available to the
academic/research community.

A recent utility [17] has been proposed to emulate tem-
perature of certain specific points of a server using simple
flow equations. Our approach, on the other hand, uses Com-
putational Fluid Dynamics (CFD) simulation to provide a
complete 3-dimensional profile of the temperature within
the system. We present a server and rack level thermal mod-
eling tool called ThermoStat (for Thermal-Statistics) which
can be customized for a given deployment with different ge-
ometries, placement of components (1U slots, processors,
disks, network cards, etc.), their power consumption, cool-
ing mechanisms (placement and CFM of fans, etc.), and
inlet air conditions. Together with providing steady state
temperatures, the tool can also provide details on how the
temperatures change in the 3-D space when specific sys-
tem events (e.g. power dissipation of a processor changes
due to change in dynamic activity or voltage/frequency, a
fan breaks down, the external air temperature suddenly in-
creases because of a door being open or CRAC break-down,
etc.) occur, and how long it takes for such change. It can
thus be integrated with other performance-power simulators
[7, 10] used by the architecture/systems community for in-
tegrated studies, or can be run in stand-alone mode after ob-
taining the required values from those simulators. We have
modeled 20 node rack-mounted servers using this tool, and
have validated it by comparing the predictions with temper-
ature readings from over 30 sensors deployed both within
different servers of this rack, as well as different points in
the rack itself, and that from an infrared thermal camera.

Just as packaging engineers use such tools for figuring
out how best to put together the underlying components,
ThermoStat can be used in static settings to determine (i)
where components (processors, memory, NICs, disks, etc.)
need to be located within a server, where fans (and their
CFMs) need to be placed, and (ii) how to place the servers,
network switches and disk arrays within a rack, and design-
ing the airflow for a rack. In addition, it can also be used to
study how systems/components need to scale in the future
(as in [15]), and understand how the ramifications of any
proposed enhancements on the power density impact sys-
tem design. More importantly, we anticipate the use of a
tool such as ThermoStat for designing and evaluating dif-
ferent “what-if”” dynamic thermal management techniques
as described below:

e Until now, dynamic thermal management has been
restricted to one component at a time, €.g. a pro-
cessor makes its decisions (say DVS) independent of
other components. However, with denser packaging,
components are becoming more inter-related, i.e. the
power dissipated by the processor can impact the tem-
perature of the NIC, disk, graphics card, etc. Conse-

quently, a more global strategy for thermal manage-
ment may be necessary, which has not been consid-
ered until now because of the lack of sufficient tools.
Information on fluid flow is essential for undertaking
such studies, which is typically unavailable on an in-
frastructure which only provides temperature sensors
(which is the case on an actual platform).

e Pro-active thermal management can be a better alterna-
tive than a purely reactive option in several situations.
For instance, rather than wait for the temperature to
reach a threshold before taking remedial actions after
a temperature impacting event (e.g. fan break-down),
better runtime mechanisms could be employed if we
knew (i) whether the temperature will in fact reach
emergency proportions, and (ii) how long it would take
to reach that point. Pro-actively one could employ dif-
ferent options such as migrating computations and em-
ploying DVS, for lower stall times and/or lower du-
rations in emergency operating conditions. The tool
can help identify which events can lead to emergen-
cies, how long it would take to get there, and what is
the best recourse for those conditions.

e Such a tool can also be a useful building block in a
larger infrastructure/setting to determine whether the
rewards of the service provided at a certain level jus-
tify the cost of operating/cooling these systems, and
to modulate the level of service accordingly. With the
growing energy costs, revenue based thermal manage-
ment becomes extremely important for next generation
datacenters [5, 9].

The rest of this paper is organized as follows. The next
section points out the related work. An overview of the
underlying philosophy behind ThermoStat’s design is dis-
cussed in section 3. Section 4 gives details of the CFD mod-
eling and the configurable parameters, with the validation
results given in section 5. Metrics for comparing thermal
profiles are discussed in section 6, and results with different
configurations together with an illustration of the use of this
tool for thermal management are given in section 7. Finally,
section 8 concludes with directions for future work.

2. Related Work

Thermal Modeling of Specific Components: As explained
earlier, there have been recent developments in the avail-
ability of thermal modeling tools for architectural studies
in the academic/research community. One such tool is
HotSpot [43] for microprocessors, which models temper-
ature using thermal resistances and capacitances derived
from the layout of micro-architectural structures, that has
been validated using finite element simulation. Rather than
detailed thermal simulators for processors, quick estima-
tion using convective energy dissipation techniques are used
after calculating a processor’s energy consumption using
event counters in [4, 46]. Such estimation has been used for
developing temperature aware scheduling [46]. There have
also been thermal modeling studies for individual disks [15]
and disk arrays [18], with the former providing a tool which
also integrates with a disk performance simulator for archi-
tectural studies. These tools, which allow integrated per-
formance and power/thermal studies, have been facilitating
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research contributions [6, 43, 13, 40, 14, 22, 35, 48] in the
architecture community for reducing power/temperature.
All these tools are useful when studying and optimizing
individual components. In addition to specific components,
in this paper, we are also interested in studying complete
server systems, where there could be interactions between
different components. A recent tool [17] proposes using
simple equations to calculate temperatures at very specific
points in the server system. While this approach suffices
for certain simple “what-if”” questions as suggested in [17],
a CFD based model is needed for a more holistic exami-
nation of the system under a wider spectrum of static (e.g.
where (0 place components, fans?) and dynamic (e.g how
long before the temperature reaches a threshold upon fan
failure? what thermal management technique provides the
best recourse upon emergency?). These issues are elabo-
rated further in the paper. Fluid flows need to be modeled
accurately for figuring out where components need to be
placed and understanding complete system interactions.

Thermal Modeling of Datacenters: The importance of cool-
ing high density datacenters/machine-rooms has attracted
considerable interest recently [38, 37, 42, 2, 39, 24]. Most
of these studies (e.g. [21, 32, 30, 29, 3, 31, 28]) have looked
at this problem from an engineering perspective of design-
ing CRAC and other cooling systems, placement of racks in
machine rooms, etc., with many of them using CFD models.
For instance, [30] points out that heat recirculation is a lim-
iting factor in existing cooling systems and proposes using
heat exchangers in the ceiling. Impact of CRAC failures on
static provisioning has also been studied using CFD mod-
els [31]. From the computer science/systems perspective,
researchers are starting to use CFD models for workload
placement [25, 26, 27] across racks of a machine room, and
balancing the temperature across these racks [41].

Our work is intended to provide the tools for bridging
the gap between these two granularity of thermal models
- those at the individual component level (within proces-
sors, disks), and those at the machine room level (compris-
ing multiple racks) - for conducting both static and dynamic
thermal management studies. Though such tools do ex-
ist in industry for studying packaging/cooling systems, we
intend to provide a customizable and easily usable infras-
tructure for the academic/research community to allow in-
tegrated performance-power-temperature studies for further
architectural/systems innovations.

3. Rationale for Methodology

There are several motivating reasons driving the need for
a thermal profile simulator, compared to just living with
temperature sensors on an actual platform:

e Sensor measurements can be inaccurate in both spatial
and temporal dimensions. Sensor placement to find
hospots is an extremely hard problem. Further, transi-
tional effects can cause short term fluctuations and the
sampling needs to be done at extremely fine resolution
to get confidence in the measured values.

e In addition to temporal variations, there can be high
spatial variances in temperatures as well. In fact, we
have noticed that temperatures can change as much as
16 C when we move even just a few centimeters in

certain spatial regions of our system. Consequently,
sensor placement becomes a very critical issue. We
wish to point out that sensors need to be placed not
just at the points where thermal emergencies need to
be monitored, but even at other spatial regions which
can affect the temperature at these points (which may
be needed for pro-active control). Densely filling the
3-dimensional space with temperature sensors is an in-
feasible and unattractive option.

e Creating emergencies to study thermal profiles and as-
sociated optimizations on an actual system, can be
a very costly process - components can break down.
These experiments may also need to be conducted
multiple times (with hopefully repeatable results) for
statistical confidence. Further, one may need these
thermal studies to be performed at the design stage,
before the physical realization.

Some of these issues - such as the last point about cost
of building and conducting extensive tests on actual plat-
forms - are not unique to thermal modeling, and simulators
have traditionally been used to address such concerns. Even
though a field test of the ideas on an actual platform is even-
tually needed to verify their benefits on full-fledged work-
loads, simulators are still very useful vehicles for develop-
ing, refining and comparing innovative proposals. Conse-
quently, simulators have been the potter’s wheels of com-
puter architects, and have evolved over the years to differ-
ent degrees of sophistication to answer “what-i{” questions
at various stages of design. We use a similar philosophy in
opting for a simulation-based methodology for ThermoStat.

There could be different granularity at which one could
simulate the system under consideration, each with associ-
ated performance-accuracy trade-offs. For instance, in the
widely used SimpleScalar simulator, there are several sim-
ulation options, two of which are a purely functional simu-
lator (sim-fast), or a more detailed micro-architectural sim-
ulator (sim-outorder). We could even have finer resolution
models going down to RTL, gate or even layout levels. As
we go to a finer resolution, the accuracy of the model im-
proves though the cost (time) of simulation increases. We
believe that understanding the complex fluid flows within
the servers of a rack requires detailed modeling of its ge-
omelry as well as the position/parameters of power sources
and fans. Such a level of modeling is usually done through
Computational Fluid Dynamics (CFD) simulations.

We wish to point out that different simulation/modeling
techniques have different pros and cons, and their merits
really depend on the intended use of tools developed us-
ing these techniques. For instance, [4, 46] use a simple set
of differential equations to model the convective heat flow
out of a processor based on Newton’s law of cooling and
obtain the processor temperature. This technique is simple
and easy to compute, with the advantages of being able to
model the temperatures in real time. It is also a fairly good
model when the intention (as was the case in this work) is to
simply understand and modulate the processor temperature
as a function of its load. However, such simple models may
not suffice when studying complete systems with other ex-
ternal events affecting the temperatures. For instance, one
may be interested in finding out how long a window exists
before the temperature reaches emergency levels once a fan
breaks down. One may need detailed fluid flow models -
typically influenced by several fans and several gradients of
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temperature differences on today’s servers - to understand
such complicated interactions.

One drawback of a detailed CFD model, which is analo-
gous to going finer than a functional-level architectural sim-
ulator, is the time involved for such detailed simulations
(which is discussed further in section 8). We still believe
in using a CFD-based approach for ThermoStat because of
the following reasons. First, just as in architectural simula-
tors, we can run these CFD simulations in an offline man-
ner to answer different “what-if”” questions to understand
the spatial and temporal temperature interactions between
different components (a characterization study for a target
platform). Such information can be used to compare be-
tween different server design/layout choices, and or even
suggest better designs. Second, these simulations can again
be run in an offline fashion to find out the suitability and re-
action times of different DTM techniques. It is conceivable
that a number of common/important thermal emergencies
can be captured by these offline simulations, and the (pa-
rameterized) remedial actions to take can then be stored in
a database for consultation at runtime. Finally, ThermoStat
can be a way for validating other temperature measurement
(using sensors) or modeling (as in [17, 4, 46]) techniques,
and can be used in conjunction with those to develop hybrid
multi-resolution models.

4. CFD Modeling

For a spatial domain (a rack and/or a server box), Com-
putational Fluid Dynamics (CFD) solves the governing
transport equations represented in the following conserva-
tion law form:

@+—8pUj¢—i 99 + S, (1)
ot oz, oy \ O 0y iy

where the general variable ¢ stands for different parameters
such as mass, velocity, temperature or turbulence proper-
ties; p is the fluid (air) density; ¢ is the time for transient
simulations; x; is a coordinate , y or z when jis 1, 2, or
3; U; is the velocity in @, y or z direction; I' is the diffusion
coefficient; S is the source for a particular variable such
as the heat flux emitted from the rack components when
¢ is the air temperature. The four equation terms represent
transient, convection, diffusion and source parts of transport
phenomenon taking place in the spatial domain/extent.

The transport equations represent a system of partial dif-
ferential equations that are coupled together and need to be
solved simultaneously. There are no closed-form solutions
for the equation system representing airflow and heat trans-
fer in complicated environments, such as the server rack
under consideration. Therefore, computer based numerical
procedures are needed to solve this set of equations. Most
commercial CFD software packages use the control volume
numerical procedure for integration over the calculation do-
main. The integration runs into a closure problem, which is
resolved by introducing a turbulence model to account for
different flow regimes by varying the fluid viscosity.

Identifying a suitable turbulence model is very important
for the accuracy of CFD simulations. ThermoStat uses the
LVEL model [1], an algebraic turbulence model specifically
developed for low Reynolds number flow regimes such as

the ones in electronic devices. The most widely used turbu-
lence model is the standard k-e model for the wall functions
in the near wall region, but the assumption in this model of
fully developed turbulent flow (high Reynolds numbers) is
not applicable. The airflow in a computer rack will certainly
have large regions with low Reynolds number flow regime,
and, therefore, k- model is not a suitable choice. A study
[12] tested seven different turbulence models including the
standard k-e model and LVEL to find that the tested mod-
els performed better than k-e model, and that LVEL even
though is the simplest one, was as effective as the much
more complicated turbulence models. This finding is very
useful because significant computation time (factor of three
or higher based on the software packages and simulation
setting) can be saved with the LVEL model, especially when
conducting dynamic/transient CFD simulations or testing
many different rack settings in steady-state conditions as in
this study.

While researchers and students with backgrounds in me-
chanical engineering, thermodynamics and fluid mechan-
ics, are well-versed with CFD software, computer scientists
and engineers have (raditionally had little exposure to these
tools. The graduate student(s) from computer science work-
ing on this project took around 3 months to learn this tool
with the supervision of a faculty member with expertise in
CFD, before we could start getting meaningful results for
further fine tuning. One of the goals of ThermoStat is to
facilitate easy and widespread adoption amongst computer
scientists/engineers, by hiding as many non-essential details
about the CFD simulation as possible. We note that the
governing equations remain the same for all different ap-
plications of airflow and heat transfer in a rack (the users
need not be burdened with this information which usually
requires specifying turbulence model, numerical schemes,
relaxation factors, iteration settings, etc.), with only the
boundary conditions changing for each specific rack. More
specifically, the type of boundary conditions will remain the
same, while the number, size and intensity will change. For
example, the dimensions and layout (which 1U slots contain
servers) of a rack may be different, the number and speeds
of fans may change, the power dissipation characteristics
of the CPU, disk and power supply can change. However,
there are several parameters about these components that we
do not need to burden the user with specifying, e.g. speci-
fying the material parameters of components, fan configu-
rations, etc. A user should only have to specify the dimen-
sions of racks and server boxes, locational information of
CPUs/fans/disks/power-supplies etc., their operating power
characteristics, inlet air temperature, etc. Further, learning
the CFD software to specify even these parameters can in-
volve a steep learning curve. Instead, we are trying to build
an XML-like configuration file specification, which users
can readily customize for their systems, to hide all details of
the CFD simulation from the user. Further, we can also have
default configuration files for the rack(s) that we have mod-
eled. We believe this approach can accelerate ThermoStat
adoption, over and beyond how standard template models
are being distributed for modeling electronic components
with CFD software (e.g. [33, 47]) since the latter still re-
quires learning the CFD software for using those toolboxes
(Intel actually supplies a template for some of its proces-
sors for use in common CFD packages), and a sanity check
needs to be done by a fluid mechanics/thermodynamics ex-
pert to ensure that the simulation is being done with the right
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set of parameters.

Rack Parameters

Physical Dimension (cm?) 66 x 108 x 203 (42U)
Grid Cells #) 45x75x 188
Velocity & Pressure On
Energy Equation Temperature Total
Turbulence Model LVEL
Domain Material Ideal Gas Law
Gravitational Force On
Buoyancy Model Boussinesq
Coeff. for Auto Wall Func. Log-law
Tterations (#) 5000
Component Size (cm) Power (W) Slot number
X Y Z Min Max (from bottom)
X335 x 20 44 | 66 4 110 350 4-20, 26-28
X345 x 2 44 1 70 9 100 660 24-2536-37
Exp300 (14 Disks) 41 52| 13 280 560 38-40
Cisco Catalyst4000 44 | 30 | 27 - 530 29-34
Myrinet(M3-32P) 4 1 4 | 13 246 1-3

x335 Server Box Parameters |

Physical Dimension (em®) 44 x 66 x 4.4
Grid Cells (#) 55x80x 15
Velocity & Pressure On
Energy Equation Temperature Total
Turbulence Model LVEL
Domain Material Ideal Gas Law
Gravitational Force On
Buoyancy Model Boussinesq
Coeff. for Auto Wall Func. Log-law
Tterations (#) 3500
Outlets (#) 3
Material Copper
CPU[19] x 2 Heat Src. 31-74 (W)
Disk Material Aluminium
Heat Src. 7-28.8 (W)
Material Aluminium
Power Supply [36] Heat Sre. 21-66 (W)
Material Copper
NIE Heat Sre. 2x2 (W)
Type Circular
Fansx @ Flow Rate | 0.001852- 0.00231 (m®/sec)
[ Tnlet Temperature ]
[ Location [ T T 21T 3T 41T 5T 61T 771278

[ Temperature (C) | 153 | 161 | 187 | 22.2 | 23.0 | 246 | 252 | 261 |

Table 1. Simulation Parameters.

In this paper, we have modeled and present results for
a 42U rack with the layout of the slots in this rack given
in Table 1. Currently, we have only modeled the twenty
IBM x335 servers on this rack, and modeling of the stor-
age array, network (Myrinet and Cisco Gigabit Ethernet)
switches, and the two management nodes (x345) is part of
future work. Each x335 server (Table 1) has dual 2.8GHz
Xeon processors, each with a maximum power rating of 84
W when executing. However, the data sheets for the pro-
cessor suggest using a maximum value of 74 W, which is
the Thermal Design Power (TDP), for thermal modeling.
When the CPU is idling, we assume an idle power of 31 W
(measured values from [20]). We divided the front (inlets)
area of the rack into eight vertical regions and used mea-
sured values of the inlet air temperature for these servers as
shown in Table 1 (the higher numbers are on top).

Note that more accurate power values based on detailed
modeling/information and/or measurements can be used as
well. Further, the processor on our system does not allow
any frequency/DVS capabilities. For some of the later ex-
periments in this paper, when assuming frequency modula-

tion abilities, we use a simple linear dependence model be-
tween frequency and power consumption (without any volt-
age changes) for illustration purposes. Each x335 server
has a SCSI disk, Myrinet NIC, eight fans, and a power sup-
ply, whose layout is given in Figure 1, and the associated
modeling parameters are given in Table 1. The eight cir-
cular fans direct most of the air flow in the box, taking in
the air through vents in the front of the case, and directing
it out to the vents at the back. In addition, there is an inlet
at the inside base (behind the machines) of the rack which
brings in air flow from the raised floor. Wires and guiding
components at the back of rack are not being modeled for
simplicity, and we found that these do not significantly im-
pact temperature within each server box. The number of
erid cells and iteration counts for running the simulations
have been set after experimentally determining trade-offs
between speed and accuracy.

Most academic institutions have licenses for popularly
used CFD software such as FLUENT, FLOTHERM, Phoen-
ics, etc. We are currently using Phoenics [34] (which was in
the past distributed as free Shareware) for ThermoStat due
to its simple interface, which enables users to employ only
Cartesian coordinates. More advanced software with body-
fitted coordinates gives significant advantages for curvilin-
ear systems, but its simulation domain layout settings re-
quire much more intensive preprocessing that is not really
useful for simulating rack-mounted systems.

5. Validation

Figure 1. IBM x335 Server

To validate our CFD model, we deployed several temper-
ature sensors (DS18B20 from Dallas Semiconductor [45])
at different points in our rack-mounted system - both within
the individual x335 server boxes and at the rear (inside) of
the rack whose temperatures are affected by the individual
server boxes - and compared those readings with the pre-
dicted temperatures by our CFD model at those points. Fig-
ures 2 (a) and (b) show the placement of 29 sensors within
the server box and at the rear of the rack. Note that not all
sensors are on the surface of the components, and some of
them are suspended in the air from the roof of the case or
from the rear door of the rack. Two of the sensors - 10 and
11 - were stuck to the surfaces of the disk and CPU1 respec-
tively with thermal paste. In the case of sensor 11, we could
not stick it directly to the CPU surface because of the heat
sink - we did not want to run the system after removing the
heat sink due to fear of damaging it. We could not stick it
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to the base at the center of the heat sink because the sen-
sor was not small enough to fit between the fins. Instead,
it was stuck to the side, at the base, of the heat sink and
thus the temperatures there are expected to be lower than
at the center of the CPU surface. We are currently trying
to obtain surface temperature at the center using very thin
thermocouples.

o 5 o ® &
O D)

=

wmE

(b) Back (Inside) of Rack

Figure 2. Validation: Sensor Placement Loca-
tions within a server box and at the back of
rack. Note that the color coding for the tem-
peratures is for a cross-section (mainly air) of
the shown spatial extent, and do not neces-
sarily reflect surface temperatures of compo-
nents.

We are not showing all the validation results with differ-
ent operating conditions and power consumption values, in
the interest of space, and they will be referred to a technical
report in the final version. Instead, here we show the vali-
dation results when components are idle (i.e. CPUs, disks,
power supplies and fans are operating at the lower end of
their power range specified in Table 1) in Figure 3.

When we examine the results within the server box, we
notice that our model closely (2-3 C) follows the sensor
measurements. Across all 11 sampled points, the average
absolute error is around 9%. We note that we are getting
close agreement despite the following discrepancies that
can arise:

¢ The manufacturer rates these sensors with an error

Temperature (C)

Temperature (C)

1+ 2z 3 4 5 5 T & 8 0 Af FERETIT
Sensor location

8 2 P
Sensor location

(a) Within server box (b) Back of rack

Figure 3. Validation: Comparing tempera-
ture from CFD Modeling and Sensor Measure-
ments.

margin of & 0.5 C. Further, even though these sensors
are fairly small/thin, they are still not measuring the
temperature at a single point in space.

e Even though we took great care to position the sen-
sors (and measure these positions), and not move these
positions when closing the cases/doors, there is still
bound to be some errors/distortions in the spatial loca-
tions of where we are measuring the data.

When we move from within the box to the back of rack
results (Figure 3 (b)), we notice the errors are slightly higher
(11.00% on average). Mostly, the results from CFD across
the locations of a rack are slightly higher than actual mea-
surements except for a few points (such as sensors 18 and
20). This is because we have currently only modeled the
x335 servers, and not modeled the terminal servers, network
switches, and Disk array which are also present on our rack
which constitute higher measurements at those locations. In
addition to these sensor measurements, we also took a ther-
mal image using an infrared camera of the back of the x335
cases (surface temperature), and we found that the thermal
profiles are quite close to that predicted by the CFD model
(not shown here due to space limitations).

6. Metrics for Thermal Profile Comparison

One of the issues in thermal studies is figuring out how
to compare between two thermal profiles for the same space
under consideration (say when we want to find out how an
architectural change impacts the system). A CFD model
gives the temperature at each point in the 3-dimensional
space, and we need ways of comparing them across two
different executions:

e Specific Points: One option is to focus on specific
points (a single point on the CPU, disk, network card,
etc.) and compare the temperatures at these points in
the two profiles. This is a reasonable option when the
study is focused on specific components, and if one is
aware of the specific points on these components that
are most important to consider/study (i.e. reliability is
most influenced by temperature at those points). How-
ever, one may sometimes be interested in lowering the
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ambient operating temperature and it is not clear that
results for specific points can paint an accurate picture.

o Mean and Standard Deviation: We could also consider
aggregate metrics such as mean and standard devia-
tion of the temperature across the entire 3-dimensional
space. Though this information can give aggregate be-
havior, it can fall short in gleaning information about
specific spatial regions.

o Cumulative Spatial Distribution Function: Rather than
a single aggregate metric, one could consider the dis-
tribution of temperatures in space as a CDF, i.e. per-
centage of the spatial extent (on the y-axis) which is
less than a certain temperature (on the z-axis).

e Spatial Difference: We can also consider the tempera-
ture difference at each grid point of the spatial extent
between the two thermal profiles.

Case Inlet CPU1 CPU2 Disk Fans
© (GHz) | (GHz)
1 32 14 1.4 Max Fans 1-8 (Low)
2 32 2.8 Idle Max Fans 1-8 (High)
3 18 2.8 2.8 Max | Fan 1 (Fail), Fans 2-8 (High)
4 18 2.8 2.8 Idle Fan 1-8 (Low)

Table 2. Synthetically Created Conditions

Case | CPU1L CPU2 Disk Average | Std. Dev.
1 57.16 5720 | 53.74 44.0 15
2 7542 50.05 | 49.86 42.6 8.9
3 73.34 61.93 36.63 33.8 13.9
4 66.16 65.07 | 24.38 33.9 13.0

Table 3. Metrics (in C) for comparing the Con-
ditions

To illustrate these metrics, we study the thermal profiles
of four different system configurations/cases (see Table 2)
where we consider different possibilities for CPU operation
(frequencies of 2.8 and 1.4 GHz, and idle state), the disk op-
erating at full power (28.8 W) and being completely idle (7
W), two different inlet air temperatures (the manufacturer
suggests operating up to 32 C), and two different speeds for
the fans (with Fan 1 failing in one of the configurations).
In the case of the CPU power, at the lower frequency we
assume a simple frequency scaling model without any volt-
age scaling, i.e. the power is linearly proportional to the
frequency, and use the maximum thermal design power (74
W that is assumed at 2.8 GHz [19]) to calculate the power
for lower frequencies. The shown CPU temperatures are for
the center of the CPU surface.

As we see from Table 3, the temperature of individual
components (at specific points) is largely dependent on the
power consumption of that component. However, we note
that the temperature is also influenced by external issues
such as the inlet temperature. For instance, note that the
temperature of CPU1 went from 66 C (Case 4) to 75 C
(Case 2) when the inlet air temperature went from 18 C to
32 C, despite the fans going faster. The breakdown of a
Fan 1 also causes a sharp rise in CPU1 (which is closest to
this fan) temperature. These observations motivate the need

for studying complete system interactions, over and beyond
thermal studies of individual components in isolation.

While the temperatures at specific points are useful to
study the influence of different operating conditions on
those components, one needs to know what to look for
(in terms of grid points) when making such observations.
Looking at just the average and standard deviation of the
temperatures across the grid points may not necessarily give
much insights. For instance, between Case 3 and Case 4,
the changes in fan operation hardly change the average and
standard deviation, while they do change the CPU1 temper-
ature considerably. On the other hand, a change in the inlet
temperature substantially affects even the aggregate values.
These observations are also evident in the Cumulative Spa-
tial Distribution Function graph in Figure 4 (a), where the
curves for Case 1 and Case 2, are pushed more to the right
than for the other two cases. Still this CDF graph gives
more information than just an average - even though the av-
erages for Cases 3 and 4 are comparable, the CDF graph
for Case 3 is more to the right, indicating more regions of
higher temperature.

Finally, Figures 4 (b) and (c¢) show the spatial pairwise
difference graphs, which are much more revealing than the
above aggregate metrics. In Figure 4 (b), we see that the
higher fan speeds and idle CPU2 cause the temperature to
20 down across most of the box, except close to CPUIL
whose power consumption has increased. Similarly, Figure
4 (c¢) shows the higher temperature in the region affected by
the failure of Fan 1 in Case 3 compared to Case 4. These
difference graphs are very useful to understand how ther-
mal profiles change, together with pinpointing the spatial
regions affected by such change.

7. Using ThermoStat

There are several ways of using ThermoStat for static
machine design as well as developing dynamic thermal
management techniques. Below we give some illustrative
examples.

7.1. Are servers in a rack independent?

(a) Box #20 - #1

(b) box #15 — 5

Temp. Diff. (C)

Figure 5. Temp. Diff. between servers of a
Rack

It is interesting to see how machines in a rack, if at all,
do influence each other’s temperature. In our modeled rack,
air flows in through the front of the machines - drawn in by
fans - and exits at the rear. The rear is thus hotter than the
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Figure 4. Comparing the Metrics for thermal profiles for the considered cases

front, and as is to be expected, it is hotter nearer the top. We
picked four machines - 1, 5, 15, 20 (increasing order from
bottom of rack) - for comparing the thermal profiles. All
these machines are in the idle mode. Figure 5 compares the
spatial temperature difference between pairs of these ma-
chines.

As we can see, machines at the top are hotter than those
below, with around 7-10 C difference in temperature be-
tween machines 20 and 1. The magnitude of this difference
decreases with less distance between the machines as can be
seen in Figure 5 (b), where machines 15 and 5 differ by 5-7
C. Such information can be useful for performing temper-
ature aware scheduling and load management, e.g. assign
higher load to machines at the bottom of the rack.

7.2. Are components in a server independent?

Static design considerations when packaging compo-
nents within a server box include understanding (i) the
range of inlet temperatures for safe operation of compo-
nents, (ii) whether the provisioned fans are able to ade-
quately cool the components, and (iii) how the heat gen-
erated by components interact with each other (i.e. are they
laid out properly). In the previous section, we already stud-
ied issues related to inlet temperature and fan operation, and
in Figure 6 we examine how components, if at all, affect
each other’s temperatures. In these experiments, for each
computational component - CPUs 1 and 2, and the Disk - we
consider two possibilities - whether they are idle (consum-
ing much lower power) or operating at maximum power.
In addition to temperatures of individual components, the
graph also plots the average temperature within the server
box. As the results in this graph show, even though the av-
erage temperature of the spatial extent does change with the
load on the components, components exhibit little interac-
tion between each other on the modeled system. This is
because of the design of the x335, where the components
are laid out fairly well apart (see Figure 1), and the fans
are placed and directed so that the hot air from one compo-
nent does not really blow over the others studied here. The
engineers have done such studies when laying out the com-
ponents and provisioning the cooling systems. Note that
we already showed in the previous section that the compo-
nent temperatures are significantly impacted by the fans -
the air flow directed by them - and one should not misun-

derstand the results in Figure 6 to imply that each compo-
nent’s temperature is dependent only on its own character-
istics (power, materials, etc.).

Temperature (C)

Allidee cpin CPU & Disk cPinaz A

Figure 6. Examining interactions, if any, be-
tween components. Legends on x-axis indi-
cate which components are active (running at
maximum power) with rest being idle.

Studying temperature interactions is very important, and
until now it has been mainly packaging engineers who have
been studying these issues, with their own proprietary tools.
ThermoStat opens the opportunity for computer architects
and systems researchers to study these issues as well. Leav-
ing it entirely to packaging engineers and cooling systems
can unduly increase cost. We are already seeing sophisti-
cated layouts and airflow techniques in dense blade servers.
For instance, in IBM’s HS20 blade server [11], the two
CPUs occupy nearly a third of the floor area, making it very
difficult to avoid the air flowing from one to the other. The
air inlet is not in the front for this system, and is near a mem-
ory bank instead. Further, the designers also pulled out the
power supply from within this blade server, using a central-
ized supply to power several blades. A sophisticated verti-
cal air flow through circuit boards is also being used on the
dense BlueGene/L system. With growing densities in inte-
gration at the complete system level, the importance of high
level optimizations - rather than just packaging - become
more important. This is akin to how micro-architectural
management of temperature is becoming important, over
and beyond packaging optimizations.
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7.3. Designing DTM Techniques

ThermoStat can also be used for designing and evaluat-
ing Dynamic Thermal Management (DTM) techniques. We
illustrate this below with two examples to show how Ther-
moStat can help design both reactive and pro-active DTM
techniques for controlling CPU temperature.

7.3.1 What should we do when a fan breaks? - A Re-
active Example

In this example, we make Fan 1 breakdown at time 200 sec-
onds (see Figure 7 (a)), causing the CPU1 temperature to
start rising rapidly. The thermal envelope of safe CPU op-
eration is set to 75 C (from [19]), and if there is no manage-
ment technique, ThermoStat shows us that the CPU temper-
ature running at 2.8 GHz will exceed this thermal envelope
370 seconds after this event. Note that just using sensors on
the actual system may not give this predictive information
- whether the temperature will exceed the envelope? and if
s0, at what time? Allowing the CPU to operate as is beyond
this point is not safe, and ThermoStat can help us evalu-
ate which remedial/reactive measure to take for controlling
its temperature. In Figure 7 (a), we consider two possible
reactive measures when reaching this threshold. The first
option is to make all other Fans 2-8 spin faster. Note that
the fans in our system allow multiple speeds of operation.
In the default operation, their CFM is 0.00185 m3 /sec, and
we change this to 0.00231 m?3/sec. As we can see, this
does compensate for any rise in temperature, which is again
information that would not be available without modeling
air flow. The other reactive measure we consider is cutting
down the CPUs operating frequency by 25%, i.e. it now
runs at 2.1 GHz, which is also effective at cooling down the
CPU. This would be an option only on processors capable
of such control (which is becoming quite prevalent). It is
also possible that once the CPU cools sufficiently, its speed
could again be ramped up (as shown at around 1500 secs),
and so on. Between these two options, the former may be
preferable if performance is more critical since this option
does not loose any CPU capacity.

In this example, ThermoStat helps us identify the possi-
ble reactive options, evaluate their effectiveness, and quan-
tify times for getting to these associated temperatures.

7.3.2 What should we do when inlet air temperature
suddenly rises? - A Pro-active Example

In this example, we make the inlet air temperature suddenly
goup to 40 C from 18 C at time 200 secs as shown in Fig-
ure 7 (b). Though such instantaneous change is somewhat
drastic - machine room temperatures do vary due to CRAC
breakdown, doors left open, sudden load surges, etc. - we
are using this example for illustrative purposes. Thermo-
Stat shows that the temperature will reach the envelope in
another 220 seconds in this case.

Rather than wait until reaching the thermal envelope, at
which point we may have waited too long, one may want
a more pro-active thermal management strategy, i.e. take
remedial actions before the emergency point. At the same
time, taking the actions too early - say immediately after

—— CPU28GHz
= = = FANS 2-8 Speed Up|

+ CPU Throttling
78 svivee Thermal Envelope |+

Temperature (C)

o 200 400 600 800 1000 1200 1400 1600 1800 2000
Time (sec)

(a) Fan 1 fails at time 200 secs.

Temperature (C)

o 200 400 600 800 1000
Time (sec)

(b) Inlet Air temp. suddenly changes from 18 C to 40 C
at time 200 secs.

Figure 7. Designing DTM Techniques with
ThermoStat

noting the inlet air temperature change - may be too conser-
vative, and can lower performance (if the DTM technique
scales back the frequency). We wish to mention that under
the 40 C operating conditions, scaling back the CPU fre-
quency by 25% does not really keep the temperature within
the envelope, and we use a 50% scaled frequency value to
keep the temperature within bounds.

In this example, we show three possible thermal manage-
ment options to not exceed the thermal envelope: (i) Run-
ning the CPU at full frequency until the emergency point,
at which point (time = 440 secs) scaling back the frequency
by 50% which is what the purely reactive approach would
do; (i) Running the CPU at full frequency for another 190
seconds after detecting inlet air temperature change, then
(at time = 390 secs) resorting to 25% frequency scale back,
and then later when reaching emergency (at time = 821
secs) cutting the CPU frequency further to 50% of maxi-
mum value; and (iii) Running the CPU at full frequency for
another 28 seconds, then (at time = 228 seconds) scaling
back the CPU by 25%, and then scaling back the CPU to
50% when reaching emergency threshold at time 1317 secs.
The choice of which option to use depends on the work-
load. For instance, if the amount of work remaining to be
done requires 500 secs when operating at full speed, the
three options would complete this job at times 960, 803 and
857 seconds respectively, making option (ii) preferable in
this example.
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Even though we have shown only CPU throttling in this
example for temperature management, there could be sce-
narios where a combination of different techniques (e.g.
throttling + fan control) could be exploited using the Ther-
moStat infrastructure.

8. Concluding Remarks

This paper has presented a CFD-based tool, called Ther-
moStat, for obtaining thermal profiles of rack-mounted
servers. ThermoStat can be used in both system build-
ing/packaging studies - to figure out how to place com-
ponents, design cooling systems, etc. - as well as for un-
dertaking higher level (architectural/software) thermal opti-
mization studies. Until now, such tools have been mainly
restricted to industry, and ThermoStat is intended to fill this
void in the research/academic community. We anticipate
to release ThermoStat for public download. Usage of this
tool is not expected to require extensive knowledge of CFD
since we are abstracting most of the interactions with the
underlying simulation engine by an easy to use XMIL-like
interface. It is currently implemented on the Phoenics CFD
software, and future work can look at adapting it for other
popular (and public domain) CFD engines.

Even though running ThermoStat in real-time with sys-
tem execution may not be an option (which can be one of the
advantages of [17]) because of the high simulation time, we
envision that it will serve a similar role as architectural tools
that have been extensively used for systems design over the
years, for evaluating different alternatives (“what-if”” ques-
tions). The simulation cost for such studies with Thermo-
Stat is comparable to those experienced with popularly used
architectural simulators. For instance, with the grid param-
eters and iteration counts given in section 4, obtaining a
temperature profile for a single server box takes roughly
20-30 minutes on an AMD Athlon64 machine with 1 GB
memory. If we assume the granularity of simulated time
for a data-point to be 20-30 seconds (as we see in Figure
7, temperatures take several seconds to change for the envi-
sioned system events that we may need to handle), we see
that ThermoStat has between 40X to 90X slowdown for sin-
gle box studies. Studying a complete rack for a similar time
granularity incurs around 400-500X slowdown. However,
faster machines and/or employment of parallelism (there
are several parallel CFD platforms which we could use),
or coarser time resolutions for simulation (based on time it
takes for temperatures to change and the granularity of con-
trol), could considerably lower this overhead. Further, even
if there are some absolute differences between machines of
a rack based on position, the relative trends within a ma-
chine are similar. Consequently, we may be able to start
with slightly adjusted boundary conditions to mimic the be-
havior of a machine in the rack, while still performing the
simulations of a single machine. We are investigating these
issues currently.

In addition, we also envision a database of parameter-
ized options built using ThermoStat in an offline fashion for
different system events and operating conditions, which can
then be consulted at runtime for decision making. The num-
ber of events (e.g. fan failures, inlet temperatures) is not
expected to be excessively high, and we are currently trying
to build such a database of events for our system together
with narrowing down the information that would be needed

for runtime decision making. Such an approach can help
us integrate this framework with other sensor-based/runtime
temperature management mechanisms for multi-resolution
temperature measurement/management. We are also exam-
ining interfaces between this framework and other architec-
tural performance/power/thermal modeling tools being used
by the community. Finally, we are looking to incorporate
the network switches and disk array into our rack model,
together with developing and validating models for denser
blade-based racks.
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